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Cechy | Features | Eigenschaften

Multicone
Panel F

LED 3000K
4000K CRI>80 SDCM ≤ 3 50000h 

L80 B10 IP20 ON/OFF
DALI

220 - 240V
50-60HZ
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Multicone Panel F
DIRECT

Type Luminaire flux * CodeDimensions

Driver

ON/OFF 
DALI

f

1
2

LED color

830 
840

g

2
3

Colours:

Obudowa: stal malowana proszkowo. 

PL EN

Mounting: recessed with a frame.

Light source: PCB LED, 3000K / 4000K,  
CRI> 80, MacAdam ≤ 3, 50000h L80B10. 

Luminaire power: low output (LO),  
high efficiency (HE), medium output (MO), 
high output (HO).

Montaż: wbudowany z ramką.

Źródło światła: PCB LED, 3000K / 4000K,  
CRI> 80, MacAdam ≤ 3, 50000h L80B10. 

Moc oprawy: low output (LO),  
high efficiency (HE), medium output (MO), 
high output (HO). 

Optic: lens 60°.Optyka: soczewka 60°.

DE

Installation: Eingebaut mit Rahmen.
Lichtquelle: PCB LED, 3000K / 4000K,  
CRI> 80, MacAdam ≤ 3, 50000h L80B10. 

Leuchtenleistung: low output (LO),  
high efficiency (HE), medium output (MO), 
high output (HO).

Light distribution: direct.

Housing: powder coated steel.

Rozsył światła: bezpośredni. Lichtverteilung: Direkt.

Gehäuse: Stahl pulverbeschichtet.

Optik: Linse 60°.

IP protection: IP20

Control:  ON / OFF or DALI.

Stopień ochrony: IP20

Sterowanie: ON/OFF lub DALI.

Schutzart : IP20

Steuerung:  EIN-AUS oder DALI.

Front color 
Position in the catalog number: j

j

595

595

Multicone Panel 12 F

Multicone Panel 24 F Multicone Panel 16 F

Multicone Panel 24 F

140

140

1195

595

595 595

66
66

66
66

lens 60°
UGR<19

Panel 16/24 F
595x595 mm

Multicone Panel 16 F
Multicone Panel 16 F 
Multicone Panel 16 F 
Multicone Panel 16 F 
Multicone Panel 24 F 
Multicone Panel 24 F 
Multicone Panel 24 F

5.2342.01F1.fg5W.j0 
5.2342.01F1.fg6W.j0 

5.2342.01F1.fgMW.j0 
5.2342.01F1.fg7W.j0 
5.2343.01F1.fg6W.j0 

5.2343.01F1.fgMW.j0 
5.2343.01F1.fg7W.j0

595x595 mm 
595x595 mm 
595x595 mm
595x595 mm 
595x595 mm 
595x595 mm 
595x595 mm

Panel 12 F
595x140 mm

Multicone Panel 12 F
Multicone Panel 12 F 
Multicone Panel 12 F

5.2341.02F1.fg5W.j0 
5.2341.02F1.fg6W.j0 

5.2341.02F1.fgMW.j0

595x140 mm 
595x140 mm  
595x140 mm 

Panel 24 F
1195x140 mm

Multicone Panel 24 F
Multicone Panel 24 F 
Multicone Panel 24 F

5.2343.03F1.fg5W.j0 
5.2343.03F1.fg6W.j0 

5.2343.03F1.fgMW.j0

1195x140 mm 
1195x140 mm  
1195x140 mm 

Type

Panel mounting set
Panel mounting set 
Panel mounting set

Code

5.2392.01F0.0000.00 
5.2392.02F0.0000.00
5.2392.03F0.0000.00

Dimensions

625x570 mm
570x170 mm 
1170x170 mm

Multicone Accessoriess
Mounting set for MULTICONE Panels F 
(plasterboard ceiling)

 * Strumień świetlny oprawy podany dla 4000K.
Fixture lumen output data refer to 4000K.

Lichtstrom der Leuchte spezifiziert für 4000K.

Power

15.9 W (CC LO) 
18.1 W (CC HE) 
22.7 W (CC MO)  
25 W (CC HO) 
27.2 W (CC HE) 
34 W (CC MO) 
37.5 W (CC HO)

2385 lm 
2680 lm 
3285 lm 
3525 lm 
4020 lm 
4925 lm 
5290 lm 

11.9 W (CC LO) 
13.7 W (CC HE) 
17 W (CC MO)

1790 lm 
2010 lm 
2465 lm

23.9 W (CC LO) 
27.2 W (CC HE) 
34 W (CC MO)

3580 lm 
4020 lm 
4925 lm

580x550 mm
580x95 mm
1180x95 mm

Cut out

Finishing

white (RAL9016)
black (RAL9005)
fog (RAL7038)
graphite (RAL7024)
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Multicone Panel F
DIRECT

Type Luminaire flux * CodeDimensions

Driver

ON/OFF 
DALI

f

1
2

LED color

830 
840

g

2
3

lens 60°
UGR<19

Panel 16/24 F
620x620 mm

Multicone Panel 16 F
Multicone Panel 16 F 
Multicone Panel 16 F 
Multicone Panel 16 F 
Multicone Panel 24 F 
Multicone Panel 24 F 
Multicone Panel 24 F

5.2342.11F1.fg5W.j0 
5.2342.11F1.fg6W.j0 

5.2342.11F1.fgMW.j0 
5.2342.11F1.fg7W.j0 
5.2343.11F1.fg6W.j0 

5.2343.11F1.fgMW.j0 
5.2343.11F1.fg7W.j0

620x620 mm 
620x620 mm 
620x620 mm
620x620 mm 
620x620 mm 
620x620 mm 
620x620 mm

Panel 12 F
620x140 mm

Multicone Panel 12 F
Multicone Panel 12 F 
Multicone Panel 12 F

5.2341.12F1.fg5W.j0 
5.2341.12F1.fg6W.j0 

5.2341.12F1.fgMW.j0

620x140 mm 
620x140 mm  
620x140 mm 

Panel 24 F
1245x140 mm

Multicone Panel 24 F
Multicone Panel 24 F 
Multicone Panel 24 F

5.2343.13F1.fg5W.j0 
5.2343.13F1.fg6W.j0 

5.2343.13F1.fgMW.j0

1245x140 mm 
1245x140 mm  
1245x140 mm 

Type

Panel mounting set
Panel mounting set 
Panel mounting set

Code

5.2392.01F0.0000.00 
5.2392.02F0.0000.00
5.2392.03F0.0000.00

Dimensions

Multicone Accessoriess
Mounting set for MULTICONE Panels C 
(plasterboard ceiling)

 * Strumień świetlny oprawy podany dla 4000K.
Fixture lumen output data refer to 4000K.

Lichtstrom der Leuchte spezifiziert für 4000K.

620

620

Multicone Panel 12 F

Multicone Panel 24 F Multicone Panel 16 F

Multicone Panel 24 F

140

140

1245

620

620 620

66
66

66
66

Power

15.9 W (CC LO) 
18.1 W (CC HE) 
22.7 W (CC MO)  
25 W (CC HO) 
27.2 W (CC HE) 
34 W (CC MO) 
37.5 W (CC HO)

2385 lm 
2680 lm 
3285 lm 
3525 lm 
4020 lm 
4925 lm 
5290 lm 

11.9 W (CC LO) 
13.7 W (CC HE) 
17 W (CC MO)

1790 lm 
2010 lm 
2465 lm

23.9 W (CC LO) 
27.3 W (CC HE) 
34 W (CC MO)

3580 lm 
4020 lm 
4925 lm
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Moc ma znaczenie 
 
Multicone Panel odpowiedni do dużych i małych 
przestrzeni, w których sprawdzi się mocniejszy akcent 
oświetleniowy o większym rozmiarze. Soczewki 
 z rozsyłem światła 60°dają równomierne oświetlenie 
ogólne, które jest wydajne.

Power matters 
 
Multicone Panel suitable for large and small spaces 
where a stronger lighting accent of a larger size works. 
Lenses with a 60 ° light distribution provide uniform 
general illumination that is efficient.

Leistung ist essentiell 
 
Multicone Panel eignet sich für große und kleine 
Räume, in denen ein stärkerer Lichtakzent mit 
einer größeren Größe funktioniert. Linsen mit 60° 
Lichtverteilung sorgen für eine gleichmäßige und 
effiziente Allgemeinbeleuchtung.

625x570 mm
570x170 mm 
1170x170 mm

580x550 mm
580x95 mm
1180x95 mm

Cut out

Finishing

white (RAL9016)
black (RAL9005)
fog (RAL7038)
graphite (RAL7024)
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Multicone
Rectangural W

Driver

ON/OFF 
DALI

f

1
2

LED color

830 
840

g

2
3
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Multicone Rectangular W
DIRECT

Multicone Rectangular W
DIRECT/INDIRECT

Type

Type

Power

Power

Luminaire flux *

Luminaire flux *

lens 60°
UGR<19

Code

Code

Dimensions

Dimensions

Rectangular 6 W
600x176 mm

Rectangular 12 W
1164x176 mm

Multicone Rectangular 6 W 
Multicone Rectangular 6 W 
Multicone Rectangular 6 W

Multicone Rectangular 12 W 
Multicone Rectangular 12 W 
Multicone Rectangular 12 W

5.9 +11.9 W (CC LO) 
8.5+17 W (CC MO) 
11.9+23.9 W (CC HP)

13.7+27.3 W (CC HE) 
17+34 W (CC MO) 
18.7+37.5 W (CC HO)

895+1610 lm 
1230+2205 lm 
1630+2920 lm

2010+3680 lm 
2465+4410 lm 
2645+4585 lm

5.2333.01M1.fg5W.j0 
5.2333.01M1.fgMW.j0 
5.2333.01M1.fgPW.j0

5.2333.02M1.fg6W.j0 
5.2333.02M1.fgMW.j0 
5.2333.02M1.fg7W.j0

600x176 mm
600x176 mm 
600x176 mm

1164x176 mm
1164x176 mm 
1164x176 mm

Rectangular 6 W
600x176 mm

Rectangular 12 W
1164x176 mm

Multicone Rectangular 6 W 
Multicone Rectangular 6 W 
Multicone Rectangular 6 W

Multicone Rectangular 12 W 
Multicone Rectangular 12 W 
Multicone Rectangular 12 W

5.9 W (CC LO) 
8.5 W (CC MO) 
11.9 W (CC HP)

13.7 W (CC HE) 
17 W (CC MO) 
18.7 W (CC HO)

895 lm 
1230 lm 
1630 lm

2010 lm 
2465 lm 
2645 lm

5.2333.01N1.fg5W.j0
5.2333.01N1.fgMW.j0 
5.2333.01N1.fgPW.j0

5.2333.02N1.fg6W.j0 
5.2333.02N1.fgMW.j0 
5.2333.02N1.fg7W.j0

600x176 mm
600x176 mm 
600x176 mm

1164x176 mm
1164x176 mm 
1164x176 mm

PL EN

Mounting: sconce

Light source: PCB LED, 3000K / 4000K,  
CRI> 80, MacAdam ≤ 3, 50000h L80B10. 

Luminaire power: low output (LO),  
high efficiency (HE), medium output (MO), 
high output (HO).

Montaż: kinkiet

Źródło światła: PCB LED, 3000K / 4000K,  
CRI> 80, MacAdam ≤ 3, 50000h L80B10. 

Moc oprawy: low output (LO),  
high efficiency (HE), medium output (MO), 
high output (HO). 

Optic: lens 60°.Optyka: soczewka 60°.

DE

Installation: Wandleuchte
Lichtquelle: PCB LED, 3000K / 4000K,  
CRI> 80, MacAdam ≤ 3, 50000h L80B10. 

Leuchtenleistung: low output (LO),  
high efficiency (HE), medium output (MO), 
high output (HO).
Optik: Linse 60°.

Housing: powder coated steel.Obudowa: stal malowana proszkowo. Gehäuse: Stahl pulverbeschichtet.

IP protection: IP20

Control:  ON / OFF or DALI.

Stopień ochrony: IP20

Sterowanie: ON/OFF lub DALI.

Schutzart : IP20

Steuerung:  EIN-AUS oder DALI.

Cechy | Features | Eigenschaften

LED 3000K
4000K CRI>80 SDCM ≤ 3 50000h 

L80 B10 IP20 ON/OFF
DALI

220 - 240V
50-60HZ Colours:

Multicone Rectangular 6 W

Multicone Rectangular 12 W 

Light distribution: direct,  
direct / indirect.

Rozsył światła: bezpośredni, bezpośredni 
/ pośredni. 

Lichtverteilung: Direkt, 
Direkt/Indirekt. 

lens 60°
UGR<19

1164

176

30

30

176
600

Front color 
Position in the catalog number: j

j

 * Strumień świetlny oprawy podany dla 4000K.
Fixture lumen output data refer to 4000K.

Lichtstrom der Leuchte spezifiziert für 4000K.

Finishing

white (RAL9016)
black (RAL9005)
fog (RAL7038)
graphite (RAL7024)

j

4
5
G
H

Organic Lighting



4948

M
ul

tic
on

e 
Re

ct
an

gu
la

r 

M
ul

tic
on

e 
Re

ct
an

gu
la

r 

Organic Lighting



50

ORGANIC LIGHTING
ul. 1 Maja 46a
05-555 Tarczyn, Poland
tel: +48 22 736 73 00
info@organiclighting.eu

Organic Lighting




